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!OhG entire line was capable of loads of only 16 tons axlo pressure <> The line 
capacity was to be increased so as to be capable of 20 tone a&de pressure o 
This required the installation of heavier S h9 type rails and reinforcenient 
of bridges and culverts o The train density on the line was to be increased 
by the installation of six crossing points a Construction of a rail link near 
Heustadt/Dosse was also provided foro The line was planned to terminate in a 
southern cm*ve at the Loeworibex*g railroad station o 

2^ The cost of the project was ostinated at 10,000,000 of idiich 3,U00,000 

T?ere to be spent in early 19Slo In mid^ApriH. 19Sl# the reinforced line was 
f3penedo 


93 to of the Rathenow (N 53/2 15)-’N0ustadt/Do8se (H $3/Z l8)~Lo8wehberg 
(N 53/2 69) railroad line was taken over from private companies in 19h9o 


I the 

reiniorcemoat oi trie road oca lof the former Kathencw^-Loewenberg branch lino 
was completed o The 6d type rails on this line were replaced by Sit9, 8a, and 
l5c type rails o Seventy percent of the original gravel ballast was replaced 
by broken stone o The ho5“km rail link southoast of Neustadt/^osse, which 
passes under the Berlin-Kainburg railroad line, is completed o The railroad 
imdoipBsc is nearing completiono Crossing points were built near Spaats.^^ 
Friedrichsdorf, Bersikow, V/ildberr, Wulkow, and GriebGne> The line was qpgned 
In nid-April 1951 o 
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